
EPSON LABEL SUPPLIES FACTSHEET

PREMIUM MATTE TICKET
Premium matte coated inkjet paper, optimised for printing high-quality graphics and photos with pigmented inks. With a 

thickness of 127µm, ideal for use in ticketing and signage applications. The smooth, bright white surface with a matte  

finish, in combination with Epson DURABrite Ultra pigment inks, ensures fast drying, scratch, water and heat resistance.

Since all dyes, pigments and paper change over time, Epson does not warrant this product against colour 

changes and fading. Epson’s liability for any defects in manufacturing and packaging is limited to the 

replacement cost of this product.

Best printing results achieved in a standard climate of 23°C and 50% relative humidity.

MATERIAL

Facestock 107g/m² (127µm)  premium coated inkjet paper with matte finish

Total calliper 172µm

TEMPERATURE RANGE

Printing temperature 10 to 35ºC

Printing humidity 20 to 80% RH (No condensation)

Minimum application temperature 5ºC

Service temperature -20 to 100ºC

Storage (in original package) Up to 1 year in dry and dark conditions at a constant temperature  
(20°C, RH 50%)

RECOMMENDED DRIVER SETTINGS

Media Type Fine Media

Media Layout Receipt

Print Quality Speed / Quality

Suggested applications

• Ticketing

• ID badge

• Shelf-tag

• Sign printing

• Product identification tag



EPSON LABEL SUPPLIES FACTSHEET

AVAILABLE SKUS PRINTER COMPATIBILITY

Type SKU EAN Width 
(mm)

Length 
(mm)

Labels 
per roll

Rolls 
per box

ColorWorks

C
3400

C
3500

C
3500

C
831

C
6000 A

E
 4in

C
6000 P

E
 4in

C
6500 A

E
 8in

C
6500 P

E
 8in

C
7500

 
Roll, 

Continuous 
Label

C33S045389 8715946527024 80  50,000 1 18 ü ü ü

C33S045390 8715946527031 102  50,000 1 12 ü ü ü
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Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners.
Product information is subject to change without prior notice.


